
o 8 mm

80 mm

o 35 mm

Masonry
Wall

To attach to wood use wood screws.

Vermiculite Board or
CS Construction Board

Board Adhesive or 

Fireproof Insulation Fixing

PVA Adhesive  Sealer 

HB 60 - Heat Resistant Adhesive 

VITCASR

VITCASR

VITCASR

VITCASR

VITCASR

VITCASR

Screw

Heat Resistant Board Adhesive

Board Adhesive Hardener

CS Construction Board

VITCASR

VITCASR

VITCASR

CS Construction BoardVITCASR

High Temperature Plasterboard
CS Construction Board 

 PVA Adhesive  Sealer 

HB 60 - Heat Resistant Adhesive 

VITCASR

VITCASR

VITCASR

VITCASR
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HB 10 - Heat Resistant Adhesive 

HB 60 - Heat Resistant Adhesive 

Fibreglass Mesh

Heat Accumulation Fireboard

Heat Accumulation Fireboard

PVA Adhesive  Sealer 

Heat Resistant Plaster

VITCASR

VITCASR

VITCASR

VITCASR

VITCASR

VITCASR

VITCASR

FIREBOARD FIXING INSULATION BOARD FIXING

PLASTERBOARD FIXING CONSTRUCTION BOARD FIXING


